
MSRP ex. VAT:

INFO

Approval:

Product code:

Product Name:

915,00 €

A high-grade stainless-steel link pipe and muffler with a sandblasted outer sleeve, finished with a handmade carbon-fibre end cap and 
monochrome sticker, give this exhaust a striking appearance. This Euro 5–approved product has a catalytic converter included in the 
package. Race-proven materials reduce the weight by 19.7% (1.0 kg), and its sound has a deep and vivid tone. This EC/ECE type-approved 
exhaust requires the stock exhaust system to be cut for installation, keeping the stock catalytic converter located in the header to satisfy 
type approval. Due to this requirement, an optional Reassembly Set (SS) has been developed to allow customers to remove the Slip-On 
Line (SS) exhaust and re-install the stock system onto the cut header at a later date if required. Plug-and-play installation means no 
remapping is required. The system also fits the Yamaha XMAX 125 Tech MAX version.

Yamaha XMAX 125

Slip-On Line (SS)

S-Y125SO6-HRSS

EC, ECE



TECHNICAL DATA

UNIT STOCK AKRAPOVIČ MAX GAIN

maximum power kW

HP (m)

HP (i)

maximum torque Nm

lb-ft

weight kg

lb

%

installation time min
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Approval:

7.6 / 8100 rpm 7.7 / 8250 rpm + 0.5 / 9100 rpm

10.3 / 8100 rpm 10.5 / 8250 rpm + 0.7 / 9100 rpm

10.2 / 8100 rpm 10.4 / 8250 rpm + 0.7 / 9100 rpm

9.3 / 9300 rpm 9.3 / 8150 rpm + 0.6 / 9300 rpm

6.9 / 8150 rpm 6.9 / 8150 rpm + 0.4 / 9300 rpm

5.0 4.0 - 1.0

11.0 8.8

30

- 2.2

- 19.7

Yamaha XMAX 125

Slip-On Line (SS)

S-Y125SO6-HRSS

EC, ECE
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MANDATORY PRODUCTS

OPTIONAL PRODUCTS

Yamaha XMAX 125

Slip-On Line (SS)

S-Y125SO6-HRSS

EC, ECE

No mandatory products.

Product name:

Product code:

MSRP ex. VAT:

Reassembly Set (SS)

P-HF1485

32,35 €


